
· 2MP, 1/2.8” CMOS image sensor, low illuminance, high image defini�on

· Outputs max. 2MP (1920 × 1080) @25/30 fps

· H.265 codec, high compression rate, ultra-low bit rate

· Built-in efficient IR illuminator, and the max. illumina�on distance

  is 30 m

· ROI, SMART H.264+/H.265+, flexible coding, applicable to various  

  bandwidth and storage environments

· Rota�on mode, DWDR, 3D NR, HLC, BLC, digital watermarking, 

  applicable to various monitoring scenes 

· Abnormality detec�on: Mo�on detec�on, video tampering, network 

  disconnec�on, IP conflict, illegal access

· 12V DC/PoE power supply

· IP67, IK10 protec�on

Smart IlluminationMotion DetectionSmart  Codec

Camera

Image Sensor 1/2.8" CMOS

1920 (H) × 1080 (V)

ROM 16 MB

RAM 64 MB

Scanning System Progressive

Auto/Manual 1/3 s–1/100000 s 

Min. Illumina�on 0.01 Lux @F2.0

S/N Ra�o >56 dB

Illumina�on Distance

Illuminator On/Off Control Auto/Manual

Illuminator Number 3 (IR LED)

Pan/Tilt/Rota�on Range
Pan: 0°–355°
Tilt: 0° –65°
Rota�on: 0°–355°

Lens

Fixed-focal

Lens Mount M12

Focal Length 2.8 mm; 3.6 mm

2.8 mm: F2.0
3.6 mm: F2.0

2.8 mm: Horizontal: 102°; Ver�cal: 54°; Diagonal: 120°
3.6 mm: Horizontal: 84°; Ver�cal: 45°; Diagonal: 100°

Iris Control Fixed

Close Focus Distance 2.8 mm: 0.5 m (1.6 �)
3.6 mm: 0.8 m  (2.6 �)

DORI Distance

Lens Detect Observe Recognize

2.8 mm 38.6 m 15.4 m 7.7 m  3.9 m 

3.6 mm 49.7 m 19.9 m 9.9 m 5.0 m 

Video

sub stream)

Smart H.265+/Smart H.264+

Main Stream: 
1920 × 1080 (1 fps–25/30 fps)
Sub stream: 
704 × 576 (1 fps–25 fps)
704 × 480 (1 fps–30 fps)

2 streams

Resolu�on
1080p (1920 × 1080); 1.3M (1280 × 960); 720p (1280 

(352 × 288/352 × 240)

Bit Rate Control CBR/VBR

H.264: 32 kbps–6144 kbps
H.265: 12 kbps–6400 kbps

Day/Night Auto (ICR)/Color/B/W

BLC Yes

HLC Yes
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WDR DWDR

White Balance Auto; natural; street lamp; outdoor; manual; regional 
custom

Gain Control Auto/Manual

3D NR

Mo�on Detec�on OFF/ON (4 areas, rectangular)

Region of Interest (RoI) Yes (4 areas)

Smart Illumina�on Yes

Image Rota�on 0°/90°/180°/270° (Support 90°/270° with 1080p 

Mirror Yes

Privacy Masking 4 areas

Alarm

Alarm Event

Network

RJ-45 (10/100 Base-T)                             

Yes

Cyber Security

IPv4; IPv6; HTTP; TCP;  UDP;  ARP;  RTP;  RTSP; SMTP; 
FTP; DHCP; DNS; NTP; Mul�cast

User/Host 6 (Total bandwidth: 36 M)

Storage FTP

IE 
Chrome 
Firefox

Mobile Client IOS; Android

Power

12V DC/PoE (802.3af)

4.4W (12V DC); 5.1W (PoE)

Environment

 -40°C to +60°C (-40°F to +140°F)

Protec�on IP67; IK10

Structure

Casing Metal

Net Weight 0.35 kg (0.7 lb)

Gross Weight 0.50 kg (1.1 lb)

KX-CW2102ZN
2MP Entry IR Fixed-Focal Dome Netwok Camera

www.kbvisiongroup.com


